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NOTES

2.

3.

5.

4.

6.

7.

SECTION 9-29.25.   

STANDARD SPECIFICATION REQUIREMENTS OF 

MANUFACTURED PER TERMINAL CABINET 

THE CONTROL CABINET SHALL BE 

BE SIZED BY THE RRFB MANUFACTURER. 

CONTROL CABINET ENCLOSURE SHALL

FACTURER'S RECOMMENDATION.

TERMINATE RRFB CONNECTIONS PER MANU-

INSTALLATION ON SIGNAL STANDARD DETAILS.

FOR SIGNSTANDARD PLAN G-30.10 SEE 

FOR WIRING DETAILS NOT SHOWN.

STANDARD PLAN J-21.17, DETAIL CSEE 

STANDARD DETAILS NOT SHOWN.

FOR SIGNALSTANDARD PLAN J-21.16 SEE 

AND SLIP BASE DETAILS. 

STANDARD FOUNDATION WITH FIXED BASE 

FOR SIGNAL STANDARD PLAN J-21.10 SEE 

INTEGRATED WARNING LIGHTS.

ANCE WITH 2009 MUTCD. SIGN MAY INCLUDE 

USE 9" (IN) X 12" (IN) R10-25 SIGN IN ACCORD-

ASSEMBLT - MAY BE SEPARATE PARTS. 

PEDESTRIAN PUSHBUTTON AND SIGN

(12" x 12")

W11-501



FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

Jacksfl

1/12/2018

8:08:45 AM

C:\Desktop Clutter\00B Issues\RRFB Fix\NewWeb\RRFB_Pole_Details.dgn

 

 

 

Plot 2

2

2
RRFB DETAILS

MATCHLINE

FRONT ELEVATION VIEW

ELEVATION VIEWS

MATCHLINE FOR SIDE

USE DETAILS ABOVE

3
" 

M
A

X
.

1 1/2" (IN)

24" (IN) x 4" (IN) x 

BEACON ~ APPROX.

RAPID-FLASHING

RECTANGULAR

SOUTH

ORIENTATION FACING 

ROUND POST MOUNT ~ 

ASSEMBLY WITH 

SOLAR ENGINE 

SOUTH

ORIENTATION FACING 

ROUND POST MOUNT ~ 

ASSEMBLY WITH 

SOLAR ENGINE 

SOUTH

ORIENTATION FACING 

ROUND POST MOUNT ~ 

ASSEMBLY WITH 

SOLAR ENGINE 

3
" 

M
A

X
.

7
' -
 0
" 

M
IN
.

A
B

O
V

E
 

S
ID

E
W

A
L

K

3
' -
 6
"

(WITH SOLAR ENGINE)

RECTANGULAR RAPID-FLASHING BEACON

FOUNDATION SHOWN 

FIXED BASE AND CONCRETE SQUARE 

(SEE NOTES 2 & 4)

30" (IN) x 18" (IN)

SIGN W16-7PR ~

WINDBEAM (TYP.)

BEACON

RAPID-FLASHING

RECTANGULAR

MATCHLINE

SIDE ELEVATION VIEW SIDE ELEVATION VIEW

OR W16-7PL

SIGN W16-7PR

SIGN W11-2

DETAILS

UNI-DIRECTIONAL CONFIGURATION

DETAILS

BI-DIRECTIONAL CONFIGURATION

AND STEEL STRAP (TYP.)

MOUNTING BRACKET 

(SEE NOTE 5)

MATCHLINE

BEACON

RAPID-FLASHING

RECTANGULAR

AND W16-7PL

SIGNS W16-7PR

SIGN W11-2

AND STEEL STRAP (TYP.)

MOUNTING BRACKET 

(SEE NOTE 5)

BEACON

RAPID-FLASHING

RECTANGULAR

SIGN W11-2

OR W16-7PL

SIGN W16-7PR 

WINDBEAM (TYP.)

2
"

CENTERED BEHIND SIGN 

ENCLOSURE ~ MOUNT

CONTROL CABINET

(SEE NOTE 7)

ENCLOSURE 

CONTROL CABINET

(SEE NOTE 7)

36" (IN) x 36" (IN)

SIGN W11-2 ~ 

1
4
' -
 0
"

12" (IN) x 12" (IN)

SIGN W11-501 ~
WHEN CROSSING

USE CAUTION
MAY NOT STOP
CROSS TRAFFIC

TYPE FB SIGNAL STANDARD

(SEE NOTE 3)

LIGHTS

WARNING

TURN ON

BUTTON TO

PUSH

(SEE NOTE 1)

AND SIGN ASSEMBLY

PEDESTRIAN PUSHBUTTON

(SEE NOTE 1)

AND SIGN ASSEMBLY

PEDESTRIAN PUSHBUTTON

(SEE NOTE 1)

AND SIGN ASSEMBLY

PEDESTRIAN PUSHBUTTON


